
OPENING WIDTHS Scale

Single Door openings O S OO HO UK N US N

Door Width

660 18.0 12.3 10.3 9.0 5.3 4.9

760 20.3 13.8 11.6 10.2 6.0 5.5

810 21.5 14.6 12.3 10.7 6.3 5.8

900 23.5 16.0 13.5 11.8 6.9 6.4

1000 25.8 17.6 14.8 12.9 7.6 7.0

1320 33.2 22.6 19.0 16.6 9.8 9.0

Double Door openings O S OO HO UK N US N

Door Width

660 34.1 23.2 19.5 17.1 10.0 9.3

760 38.7 26.3 22.2 19.4 11.4 10.5

810 41.0 27.9 23.5 20.5 12.1 11.2

900 45.1 30.7 25.8 22.6 13.3 12.3

1000 49.7 33.8 28.5 24.9 14.6 13.5

1320 64.5 43.8 36.9 32.2 18.9 17.5

OPENING HEIGHTS Scale

Single Door openings O S OO HO UK N US N

Door Height

2000 47.4 32.2 27.1 23.7 13.9 12.9

2400 56.6 38.5 32.4 28.3 16.6 15.4

2450 57.7 39.3 33.1 28.9 17.0 15.7
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The  required size of the opening to be cut in a wall for a door can
be established from the tables below. The opening size allows for
the door plus frame. For example a 660 wide door in HO scale
requires an opening 9mm wide by 23.7mm high.

DOOR INSTALLATION CUT-AWAY

OPENING SIZES

INSTALLATION

Cut openings for doors and windows in the wall. The door
opening size required can be established from the table on
the right .If you have ordered special size doors the
required opening size can be confirmed by sending an
email to peter@tse.co.nz

Cover wall with brick paper if required, wrapping brick
paper into the opening.If you are using thick  brick paper
you will need to increase the size of the opening slightly to
allow the door to fit.

Paint and glaze door.

Put a small amount of adhesive onto the architrave. Place
door into opening from the inside face of the wall.

Card or plastic wall.  The
thickness of the wall
should be not less than
about 2mm for HO and
OO Scales, 1mm for N
Scale. Larger scales
would need the wall
thickness to be
increased proportionaly.

Place adhesive
on this face to
secure door in
position
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